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Fieldbus communication 
Introduction

PSR, PSE and PSTX softstarters can be connected to a fieldbus network for 
monitoring and control. All major industrial fieldbus protocols include different 
accessories, making the installation very flexible. 
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Softstarter PSR

Softstarter PSE

Softstarter PSTX

FieldBusPlug adapter

FieldBusPlug

Anybus

Protocols with FieldBusPlug

 − Modbus-RTU

 − Profibus

 − DeviceNet

 − Modbus TCP (only PSE)

Protocols with Anybus

 − Modbus-RTU

 − Profibus

 − DeviceNet

 − EtherNet/IP

 − Modbus TCP

 − Profinet

Integrated protocol

 − Modbus-RTU



5

US Catalog | Softstarters  5/3

Fieldbus communication 
Anybus ordering details

For communication protocol Catalog number Global reference code Pkg 
qty

Weight
(1 pce) 

kg (lb)

Profibus AB-PROFIBUS-1 1SFA899300R1001 1 0.042 (0.093)

DeviceNet AB-DEVICENET-1 1SFA899300R1002 1 0.042 (0.093)

Modbus-RTU AB-MODBUS-RTU-1 1SFA899300R1003 1 0.042 (0.093)

EtherNet/IP (1-port) AB-ETHERNET-IP-1 1SFA899300R1005 1 0.042 (0.093)

EtherNet/IP (2-port) AB-ETHERNET-IP-2 1SFA899300R1006 1 0.042 (0.093)

Modbus TCP (1-port) AB-MODBUS-TCP-1 1SFA899300R1007 1 0.042 (0.093)

Modbus TCP (2-port) AB-MODBUS-TCP-2 1SFA899300R1008 1 0.042 (0.093)

Profinet (2-port) AB-PROFINET-2 1SFA899300R1010 1 0.042 (0.093)
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Profibus

Modbus-RTU

DeviceNet

EtherNet/IP (1-port)

Modbus TCP (1-port)

EtherNet/IP (2-port)

Modbus TCP (2-port)

Profinet (2-port)


